TRAILER POLE SPECIFICATIONS

HART EMC
P. Q, BOX 250
HARTWELL ,GA. 30643
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--}—— TO INSIDE SWTCH BOX

TRAILER POLE MUST BE A 20 FOOT, ROUND TREATED
POLE WITH A & INCH MIN, DIAMETER AT TOP QR A 20
FOOT 6X6 SQUARE TREATED, ANY OTHER KIND WILL BE

16" MIN.

TURNED DOWN.
A ————— ENTRANCE CABLE
~— WRE SHOULD EXTEND QUT
— § WEATHERHEAD AT LEAST 12 IN.

CL—1 |—3+—— METAL STRAPS FOR CONDUIT 2 FEET APART

NQ SPLICES IN ENTRANCE OR
IN GRCUND CONDUCTORS

C—/
L ENTRANCE CABLE OR UNDERGROUND WRE.
HAS TO BE IN CONDUIT WITH WEATHERHEAD
100 A — #2 AL OR #4 CU
200 A — 4/0 AL OR 2/0 CU
4 320 A — 350 AL OR 250 CU

CONDUIT MUST BE SCH. 40 PVC CR
GALVANIZED STEEL:
11/4" — 100A
2" — 200A
3" — 320A

~ METER BASE (INSTALLED BY CONSUMER)

r @ <3—— METER (INSTALLED BY EMC)

+—— NIPPLE & SWITCH BOX HUB

BE SAME SIZE

< WEATHER PROOF_SWITCH BOX MUST
AS ONE INSIDE TRAILER OR LARGER

-~

ENTRANCE CABLE

GROUND LEVEL

<+—— UG WIRE MUST BE IN COD
TQ SWTCHBOX. ENTRANCE CABLE MU
FROM DISCONNECT UNTIL UN

NO. 4 BARE COFPER FOR 200 AMPS
NO. 6 FOR LESS THAN 200 AMPS

4' MIN.

—

=+————5/8" X 8 GROUND ROD (GALV. OR COPPER CLAD)




